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CALIBRATION OF THE SLOTTED TEST SECTION OF THE LANGLEY 
8 -FOOT TRANSONIC TUNNEL AND PRELIMINARY EXPERIMENTAL 
INVESTIGATION OF BOUNDARY-REFLECTED DISTURBANCES 
By Virgil S . Ritchie and Albin O. Pearson 
SUMMARY 
The transonic flow in the 1 - open slotted test section of the 
9 
Langley 8 - foot transonic tunnel was surveyed extensively and calibrated 
at Mach numbers up to about 1 .14 . The uniformity and angularity char-
acteriBtics of the flow were entirely satisfactory for testing purposes. 
The reliability of pressure - distribution measurements for a fineness-
ratio -12 nonlifting body of revolution in the slotted test section was 
established by comparisons with body pressure distributions obtained 
from theory} from free - fall tests} and from other wind - tunnel tests. 
The effects of boundary interference on the body pressure distributions 
measured in the slotted test section were shown to be negligible at 
subsonic Mach numbers and at the higher supersonic Mach numbers obtained . 
At low supersonic Mach numbers} however} portions of the body pressure 
distributions were influenced by boundary-reflected disturbances which 
increased in intensity and moved downstream with increase in Mach num-
ber . The effect of the disturbances on body pressures was ascertained 
and their effect on body drag was shown to be small} particularly when 
the body was located off the test - section center line to reduce focusing 
of the reflected disturbance waves . 
Experimental locations of detached shock waves ahead of axially 
symmetric bodies at low s~personic speeds in the slotted test section 
agreed satisfactorily with predictions obtained by use of existing 
approximate methods. 
INTRODUCTION 
The need of additional testing facilities for investigating aerody-
namic problems at transonic speeds has in recent years prompted a number 
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of modifications of the Langley 8 - foot high- speed tunnel. For several 
years prior to 1950 the tunnel was operated with an axisymmetrical fixed 
nozzle which produced subsonic Mach numbers up to 0. 99 and a supersonic 
Mach number of 1 . 2 (see reference 1)) but the value of the tunnel for 
testing purposes was limited because of the '~lind spot" between Mach 
numbers of 0.99 and 1 . 2 in which uniform flows suitable for testing were 
unattainable. With the advent of the slotted test section (reference 2)) 
however) the means were at hand for changing the test section Mach number 
continuously from 0 to some low supersonic value and at the same time 
reducing the solid blockage effects at subsonic speeds . Consequently) 
early in 1950 ) the Langley 8 - foot high- speed tunnel was converted to 
slotted-tunnel operation and henceforth will be designated as the Langley 
8-foot transonic tunnel. A preliminary investigation of the converted 
tunnel resulted in the design of a suitable slotted section for producing 
uniform flow but did not include detailed surveys of the test - section 
flow (see ~eference 3) . 
The purpose of the present investigation was twofold: (1) to survey 
and calibrate the flow in the slotted test section and ( 2) to ascertain 
the reliability of pressure -distribution measurements for a typical non-
lifting transonic model in the slotted test section . The second part of 
the investigation included extensive pressure measurements and schlieren 
observations needed to evaluate the nature and approximate magnitude of 
test - section boundary effects on the model pressures. 
SYMBOLS 
Flow quantities and model coefficients: 
p mass density of air 
v airspeed 
a speed of sound in air 
Pz local static pressure 
Po stream static pressure 
stream dynamic pressure (~v2) 
p pressure coefficient ( PZ q-o Po) 
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Psonic 
M 
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pressure coefficient corresponding to the speed of sound 
maximum change in pressure coefficient at model surface 
due to effect of boundary-reflected disturbances at 
supersonic speeds 
body drag coefficient based on body frontal area 
Mach number (Via) 
Mach number corresponding to ratio of stream total pres-
sure to pressure in test chamber surrounding the slotted 
section 
average Mach number in test section; stream Mach number; 
Mach number ahead of shock 
Mach number behind shock 
mean flow inclination (measured in vertical plane) to the 
horizontal, deg, positive for upflow 
Shock locations: 
axial distance required for model nose shock to traverse 
the supersonic flow to test - section boundary and reflect 
back to surface of model near test - section center line 
axial distance required for free - stream Mach line, 
starting at model nose, to traverse the supersonic flow 
to test-section boundary and reflect back to surface of 
model near test - section center line 
axial distance from sonic point on body to location of 
detached shock ahead of body nose 
radial distance from body center line to sonic point on 
body surface 
acute angle between weak shock wave and the flow direction 
Geometry of tunnel and model: 
x axial distance downstream of slot origin ; distance down-
stream of model nose 
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y radial distance from tunnel center line 
l basic length of body- of-revolution model 
angle of attack of model 
APPARATUS AND METHODS 
The Slotted Test Section of the Langley 8 - Foot Transonic Tunnel 
The Langley 8 - foot transonic tunnel is a single-return type of 
tunnel which operates at a stagnation pressure approximately equal to 
atmospher ic pressure. Although the tunnel was originally of circular 
cross section throughout) with an 8 -foot throa t diameter) it has recently 
been fitted with a throat liner which is of dodecagonal cross section 
and which is slotted in the axial direction downstream of the effective ~ 
minimum section of the tunnel (fig. I) section BB). The slots (slot 
shape II) reference 3) are located at the vertices of the twelve wall 
panels comprising the closed portion of the throat boundary (fig. I) 
section CC) . Each slot tapers gradually from zero width at the effective 
minimum section to a full - open width 96 inches downstream) where the 
combined widths of all slots comprise approximately one -ninth of the 
i nside periphery of the tunnel . Downstream of the 96 - inch station the 
width of the panels between slots remains constant. The slots are ter-
mi nated at the 169 - inch station . The divergence angle of the wall panels 
in the slotted test section is 5 minutes. More complete details con-
cerning the liner) and) in particular) the design of the slot shape and 
ordinates of the diffuser -entrance noses at the downstream end of the 
slotted section) are given in reference 3. 
The geometric cross - sectional area of the liner at the minimum sec-
tion (fig . I) section BB) is approximately 42. 64 square feet . At a 
typical model test location 85 inches downstream of the minimum section 
the cross - sectional area is about 42. 87 square feet. 
Flow -Survey Instrumentation and Methods 
The characteristics of the flow in the slotted test section were 
investigated by means of pressure measurements and schlieren observations 
near the center line and by means of pressure measurements at the wall. 
Pressure and temperature measurements.- Static - pressure measurements 
were obtained from O.031- i nch -diameter orifices located in the surfaces 
along the center lines of diametrically opposed wall panels 5 and II) 
and in the surface of a 2- inch- diameter cylindrical survey tube (fig. 1). 
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The wall orifices were located approximately 2 inches apart axially in 
the slotted section and as far as 60 inches upstream of the slot origin. 
The cylindrical-tube orifices were arranged in four axial rows spaced 
900 apart. A single row contained orifices located 6 inches apart in 
a 60-iilch-long region immediately upstream of the slot origin, 2 inches 
apart in a 24-inch-long region just downstream of the slot origin, 
6 inches apart in the 24- to 60-inch downstream region, and 2 inches 
apart in the region extending from 60 to 160 inches downstream of the 
slot origin. The three other rows contained orifices spaced 2 inches 
apart in the region from about 72 to 112 inches downstream of the slot 
origin; in this region the orifice locations in the four rows were 
staggered so that static-pressure measurements could be obtained at 
~ - inch intervals. The surface of the cylindrical tube was kept free of 
2 
irregularities in the vicinity of pressure orifices. 
The cylindrical survey tube was alined approximately parallel to 
the geometriC center line of the slotted test section. The nose of the 
tube was located about 9 feet upstream of the slot origin and was held 
in position by means of three 0.060-inch-diameter stay wires spaced 
1200 apart angularly; the downstream end was located in the tunnel 
diffuser and was supported by means of the model-support system shown 
in figure 1. A small amount of sag existed along the unsupported length 
of the tube but this did not affect the pressure measurements. The tube 
was capable of axial movement to permit measurements at intervals as 
close as desired. Interchangeable off-set adapters were used to locate 
the tube 6 inches and 15 inches off the center line at any desired 
angular position. 
Local static-pressure measurements obtained by means of the orifices 
i n the wall panel and in the cylindrical tube surfaces were assumed to 
be equal to those outside the boundary layer except i n the vicinity of 
shock where the pressure changes would occur over an axial distance 
greater at the surface than outside the boundary layer. 
Stream total-pressure measurements were obtained in the subsonic 
flow region upstream of the slot origin by means of several total-pressure 
tubes, one located in the ellipsoidal nose of the cylindrical survey 
tube (fig. 1), and others in the low-speed section upstream of the con-
traction cone. Measurements also were obtained near the center line of 
the slotted test section by using a total-pressure rake consisting of 
eight O.050-inch-diameter tubes, 3 inches long and mounted ahead of a 
1 0 included-angle wedge. 
Pressures were measured by use of multiple-tube manometers containing 
tetrabromoethane and by use of U-tubes containing kerosene. All manom-
eter tubes were photographed simultaneously. 
CONFIDENTIAL 
CONFIDENTIAL 
6 NACA RM L5lKl4 
The temperature of the flow mixture in the tunnel was controlled in 
order to reduce possible humidity effects on the flow in the test section. 
Temperature measurements were obtained at a number of stations between 
the tunnel center line and wall in the low-speed section upstream of the 
contraction cone by use of thermocouples in conjunction with a recording 
potentiometer . 
Schlieren optical system.- Schlieren observations were obtained to 
supplement pressure measurements of flow phenomena by use of the tempo-
rary single-pass system shown in figure 2. This system utilized l-foot-
diameter parabolic mirrors and was mounted on large movable support 
structures which permitted observations at any desired test-section 
windows in the horizontal plane or in a plane 300 from the horizontal. 
A spark source was used for photographic recording. The entire system 
was located within the test chamber and was operated by remote control. 
Determination of Mach number.- The flow Mach number, the parameter 
used for presenting most of the results of the present surveys, was 
obtained by relating simultaneously measured values of the stream total 
pressure and local static pressures. Indications of the flow Mach num-
ber were also obtained from measured values of the angularity of weak 
shocks. A schlieren picture of weak intersecting shock waves, produced 
by small two -dimensional surface irregularities on opposite wall panels, 
is given in reference 3. Conical shock waves produced by a 100 included-
angle cone of l-inch maximum diameter were used not only for indicating 
the value of the stream Mach number but also for indicating the degree 
of flow uniformity in the slotted test section. 
Flow angularity measurements.- The mean angularity of the flow with 
respect to a horizontal plane near the center line of the slotted test 
section was measured by use of the null-pressure-type instrument shown 
in figure 3. This instrument, a 30 included-angle cone, contained 
O.OlO- inch- diameter static -pressure orifices located symmetrically in 
opposite surfaces . The sensitivity of this instrument to angle - of-attack 
changes, expressed in terms of the pressure differential between orifices 
in opposite surfaces and in the plane of angle change, was of the order 
of 0.6 percent of the stream dynamic pressure per degree change of angle 
in the transonic speed range. This sensitivity was not great but was 
within the possible error in instrument-attitude measurements. Such 
measurements, obtained by careful use of a cathetometer during actual 
testing, were estimated to include possible i naccuracies not exceeding 
0.10 • The procedure for measuring the flow inclination consisted of, 
first , orientating the instrument so that pressure orifices in opposite 
surfaces were situated in the vertical plane of measurement, and secondly, 
varying the instrument attitude by means of a remotely controlled angle -
changing mechanism in the support system until the pressures at the 
opposite surfaces were equal . The i nstrument attitude was determined 
carefully by means of cathetometer readings for this indicated null -pressure 
CONFIDENTIAL 
CONFIDENTIAL 
NACA RM L5lK14 7 
condition, and the procedure was repeated with the instrument inverted. 
The arithmetical average of instrument-attitude measurements with the 
instrument erect and inverted was assumed to compensate for possible 
asymmetry of the instrument and to indicate the mean direction of the 
flow . 
Rapid variations of the flow angularity with time were indicated by 
means of pressure-fluctuation measurements in the slotted test section. 
For these measurements a 30 included-angle cone was equipped with a small 
electrical pressure cell (mounted inside the cone) which connected 
directly to static -pressure orifices located 1800 apart in the cone sur-
face. Periodic differences in pressure between the orifices in oppoSite 
surfaces of the cone were measured by means of a recording oscillograph. 
The indicated pressure differences were expressed in terms of flow-
angularity changes by use of a steady-state calibration of the pressure 
differential between orifices in opposite surfaces of the cone with 
respect to cone-attitude changes in the plane of the orifices. This 
pressure differential in the transonic range was of the order of 5 pounds 
per square foot per degree change in cone attitude with respect to the 
flow, whereas the sensitivity of the pressure cell was approximately 
0.25 pound per square foot. The accuracy of the pressure cell was main-
tained over a frequency range from 0 to 300 cycles per second. 
Jet-boundary interference effects.- In order to ascertain the value 
of the slotted test section for testing purposes a high-fineness-ratio 
body of revolution was tested at zero angle of attack through the Mach 
number range from about 0.60 to 1.14 and the measured body-surface 
pressure distributions were compared with essentially interference-free 
distributions from other sources . The particular body shape used in 
this investigation, a fineness -ratio -12 body for which coordinates are 
given in reference 4, was selected because of the availability of theo-
retical and experimental pressure distributions . The wind-tunnel model 
consisted of the forward 83 . 7 percent (33.5 in.) of a 40-inch-long basic 
body; a 3 .250 semiangle support sting joined the body at the 83.7-inch 
body-length station (see fig . 4). This model contained static-pressure 
orifices (0.020 in. in diameter) spaced 2 inches apart axially along the 
length of the body and arranged in rows at various angular locations 
(reference 5) but only the pressure measurements at the upper and lower 
surfaces were used for the comparisons shown in this paper. Small sur-
face discontinuities existed at model-component junctures, at an imbedded 
mirror in the upper surface, and at faired surfaces over filled bolt 
holes. 
The reflection of disturbances from the slotted -test - section boundary 
and the effect of such reflections on model pressure distributions were 
examined by testing both the body of revolution (fig. 4) and a wing-
body combination (fig. 5) at supersonic speeds and correlating measured 
pressures at model and wall surfaces with schlieren pictures of the flow 
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f ield near the model surface . The wing -body combination cons i sted of 
the previously described body of revolution (fig. 4(c)) fitted with a 
450 sweptback airfoil of NACA 65A006 sect i on) 12-inch semispan) and 
I - square - foot »lan - form area . Static -pressure orifices (0.020 in. in 
diameter) were located in upper and lower surfaces of the airfoil at 
five semispan stations ( see reference 5 ) but for the present surveys 
pressures were measured mainly at the 60-percent and some at the 
80-percent semispan stations where the ai~foil chord was about 5 .70 and 
5 .05 inches) respectively . Pressure orifices at these wing stations 
were located at chordwise intervals no greater than 10 percent of the 
chord . Static -pressure orifices (0 . 018 in . in diameter) also were 
located at axial intervals of about 0. 75 inch along the length of the 
model - support sting in order to measure pressures in the compression 
region at the base of the model and to aid in locating wall-reflected 
disturbances . Transition "Ylas fixed at 10-percent - chord and 12- percent -
body- length stations for the wing and body of revolution) respectively. 
The control of model attitude during tests in the slotted test 
section was effected by means of cathetometer observations and a remotely 
controlled angle - changing mechanism in the model-support system. 
PRECISION OF DATA 
The maximum random error in the indica ted Ma ch number) a s obtained 
from pressure measurements throughout the transonic range covered by 
t hese surveys) was estimated to be no greater than 0.003 in shock - free 
flow . For measurements behind shocks an additional error in the indi -
cated Mach number was possible because of failure to correct for changes 
of the stream total pressure through the shocks; this error) however) 
was negligible at the lower supersonic Mach numbers and did not exceed 
0.002 for normal shocks at a Mach number of 1.14. 
Probable errors in Mach numbers indicated by angula r i ty measurements 
of weak shocks in supersonic flow were of the order of 0 .002 . This error 
corresponds to an estimated inaccuracy of 0 . 20 in the measurement of the 
angularity of two - dimensional shocks from the test - section walls . The 
angulari ty of sharply defined conical shocks could be mea sured wi.th an 
i naccuracy of only about 0.10 • 
The differences between Mach numbers determined from pressure 
measurement s and those from shock -angularity measurements a t supersonic 
speeds corresponded closely to t he estima ted possible errors in deter -
mining the Mach number ( see fig . 6 ) . 
Est imated possible error s in the model - sur face pressure coefficients 
obtained f r om tests in the slotted test section we r e generally of the 
or de r of magnitude of 0 .005 and did not exceed about 0 .010 . 
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The sensitivity of the schlieren optical system) when properly 
adjusted) was sufficient to permit the detection of a conical shock 
whose strength corresponded to a Mach number change of about 0 . 003 . 
9 
The possible error in measuring the flow angularity was estimated 
to be about 0 .1 0 . A like error in measuring the model angularity intro -
duced the likelihood of errors as great as 0 . 20 in model alinement with 
respect to the flow direction. 
RESULTS AND DISCUSSION 
Test - Section Calibration 
Flow uniformity . - The results of pressure surveys in the slotted 
t est section are presented in figures 7 to 9 in terms of the local Mach 
number . The stream total pressure used, in conjunction with local static 
pressures) to determine the Mach number distributions of figures 7 to 9 
was found to be essentially constant throughout the survey region near 
the test - section center line and was in close agreement with values 
measured in low - speed regions upstream of the slotted section . The 
Mach number distributions shovrn in figures 7 and 8 are associated with 
the flow characteristics soon after the slotted - throat in s tallation and 
with a diffuser -entrance nose located 142 .5 inches downstream of the slot 
origin (nose A) reference 3) . Figure 9 presents wall and center - line 
Mach number distributions obtained from surveys conducted at a later 
date and with a longer diffuser -entrance nose (nose B) reference 3) 
located 114. 6 inches downstream of the slot origin . This nose, designed 
to reduce the power requirements for the tunnel and thereby raise the 
maximum attainable Mach number) utilized different nose arrangements 
for subsonic and supersonic operation (see reference 3) . 
The Mach number distributions in the slotted test section with 
diffuser -entrance nose A (figs . 7 and 8 ) indicated that (1 ) the flow in 
the slotted test section was essentially free of gradients (except in 
the Mach number range from about 0 .90 to 1 .08 where a slight positive 
Mach number gradient existed) and was sufficiently uniform for testing 
purposes (disturbances in the flow generally increased with Mach number 
but in no instances did deviations from the average stream Mach number 
exceed 0 .006 in a 36- inch- long test region at Mach numbers up to 1.13) ) 
(2) the length of the uniform- flow region available for model testing 
purposes decreased with Mach number but was approximately 60 inches 
long at a Mach number of 1 .1 3) and ( 3) the Mach numbers measured near 
the center line of the uniform- flow region agreed reasonably well with 
those at the wall . 
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The results of surveys in the slotted test section following a long 
period of model testing and with diffuser - entrance nose B (fig. 9) indi -
cate that the Mach number attainable at maximum tunnel power was increased 
slightly but the test section was shortened at its downstream end by use 
of the new diffuser - entrance -nose arrangement . The Mach number distribu -
tions of figure 9 also indicate a decrease in the uniformity of the test-
section flow since the time of the initial surveys ; over a 36- inch- long 
region the maximum deviations f r om the average stream Mach numbers indi -
cated in figure 9 were as much as 0.010 as compared to deviations of as 
much as 0 . 006 in figure 8 . This deterioration of the flow was assumed 
to be due to the effect of discontinuities appearing in the wall - panel 
surfaces , probably near window edges} during prolonged periods of tunnel 
operation when insufficient attention was given to maintenance of wall -
panel smoothness. 
The degree of test - section flow uniformity indicated by Mach number 
distributions was checked over a portion of the test region at supersonic 
speeds by examining schlieren pictures for the presence of stream disturb-
ances equal to or stronger than a shock of known strength introduced in 
the flow . The results of the flow - uniformity check are illustrated in 
figure 10 . A 100 included-angle cone was alined approximately parallel 
to the flow direction near the test - section center line} and schlieren 
pictures were made of the flow field about and ahead of the cone at stream 
Mach numbers of 1 .035 and 1 .075 . The schlieren pictures were obtained 
for only the horizontal plane (light path through windows in panels 3 
and 9) since the largest wall - surface discontinuities were known to exist 
on wall panel 12 and disturbances from this panel were most readily 
detected from horizontal schlieren surveys . The attached conical shocks 
were the only disturbances visible in the schlieren pictures (fig. 10) 
and } since these shocks were three dimensional and therefore more diffi -
cult to detect than two- dimensional disturbances} it was concluded that 
no abrupt disturbances of greater strength than that of the conical shock 
existed in the flow . (Because the conical shocks shown in figure 10 
were weak) they are not very distinct in the schlieren pictures; dots 
have therefore been superimposed on the shock lines to emphasize their 
location . ) The strength of the attached conical shock} expressed in 
terms of the Mach number decrement through the shock} is no greater 
than 0 .004 and 0 .003 at stream Mach numbers of 1.035 and 1.075 } respec-
tively (fig . 10) . Mach number decrements calculated from conical- flow 
theory (reference 6 ) are in close agreement with the two experimental 
points . In determining these experimental points the Mach number decre-
ments across the cone shocks were obtained by use of oblique shock theory 
(reference 7 ) with shock angles measured directly f rom the schlieren 
pictures . For the stream Mach numbers and the test - section region con -
cerned} the experimental schlieren- survey data of figure 10 appear to be 
consistent with the pressure - survey data in indicating the presence of 
no abrupt steady flow disturbances of signifi cant strength . 
The measured angularity of conical shocks (fig . 10) offered indica -
tions of the value of the supersonic stream Mach number which were 
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consistent with those indicated by pres sure measurement s ( figs . 8 and 9) 
and by the angularity of weak two- dimens ional disturbances from wall 
panels (fig. 6). 
Flow calibration.- The stream flow in the slotted test section was 
calibrated with respect to the pressure in the chamber surrounding the 
slotted section, a procedure employed for smaller slotted tunnels 
reported in references 2 and 8 . 
A typical model-removed calibration curve showing the variation 
with test - chamber Mach number of the average Mach number over a region 
30 'inches in diameter and 36 inches long near the test - section center 
line is presented in figure 11. The data fo r this calibration were 
taken from the distributions of figure 8 . An average value of the stream 
Mach number over the 3d- inch- diameter region was obtained by fairing 
through the test points from the ten different positions of the survey 
tube. This faired value for the average stream Mach number varied 
almost linearly with, but was always smaller than, the indicated test -
chamber Mach number . The Mach numbers measured at the ten survey loca -
tions did not differ from the average stream Mach number by more than 
0.004 and 0.006 up to Mach numbers of 1 .00 and 1 .13, respectively. 
In figure 12 a comparison is made of model-removed flow calibrations 
over a 36- inch- long region (from 68 to 104 in. downstream of the slot 
origin) at the test - section center line for data from figure 8 (early 
surveys with diffuser-entrance nose A) and from figure 9 (later surveys 
with diffuser -entrance nose B). The agreement between the two surveys 
is shown to be very good for the particular flow region calibrated. 
The effect of a model on the Mach number of the incoming flow up-
stream of the model test region was examined . The use of pressure 
measurements at the wall to check the trend of the stream flow ahead of 
the model was considered applicable, particularly at supersonic speeds 
where disturbances are propagated approximately along Mach lines. This 
supposition was checked experimentally by comparing Mach number distribu -
tions along the slotted- section wall upstream of a wing- fuselage model 
(fig . 5) with wall distributions for the model-removed case. The results 
of this comparison for small lifting attitudes of the model (fig. 13) 
indicated close agreement between model-in and model-removed Mach number 
distributions upstream of the model location . The only discrepancy in 
the data of figure 1 3 appears immediately upstream of the model nose at 
a test - chamber Mach number of 1 .025 where the bow wave ahead of the nose 
influences the model-in Mach number slightly . The evidence of figure 13 
was supported by additional measurements with the same model at higher 
angles of attack (fig . 14) . The latter data are presented to show the 
variation with test - chamber Mach number of the model-in and model-removed 
Mach numbers at the test - section wall approximately 10 inches upstream 
of the model-nose location . The data shown in figure 14 were obtained 
over a long period of time and included measurements with the wing-
fuselage model at angles of attack as great as 200 and with diffuser-
entrance noses A and B; the data from the many separate runs were in 
relatively close agreement . The combined data of figures 1 3 and 14 
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reveal generally that, for the model -to-tunne l size of this comparison, 
the pressures on the test - section wall ahead of the model were not 
greatly influenced (and therefore the validity of the model-removed 
calibration was not much affect ed) by the presence of a model at diff er-
ent lifting attitudes . 
Although no quantitative comparisons are presented, it is believed 
from past experience in the calibration of high-speed wind tunnels that 
the over -all precision of calibration for a slotted test section, using 
the test - chamber pr essure as a calibration reference, is superior to 
that for a conventional closed test section with subsonic speeds. In 
particular , the use of the pressure in the chamber surrounding the slots 
as a reference pressure in calibrating the stream flow is believed to 
avoid inconsistencies which may arise from the use of the static pressure 
indicated by a wall orifice located upstream of the minimum section. 
Flow angular ity .- The mean angularity of the flow in the slotted 
test section was measured at a center - l ine station 85 inches downstream 
of the slot origin . The measurements were limited to the vertical plane 
and employed the null -pressure - type instrument of figure 3 and the 
methods outlined earlier . A 20 included-angle wedge was first used for 
the flow - inclination measurements but it proved inadequate because of 
excessive bending near the leading edge and damage t o the leading edge 
due to the i mpact of foreign particles in the air stream. The 30 included-
angle cone was less sensitive than the wedge but was superior in its 
relative freedom from tip bending and damage. The flow-inclination 
results (fig . 15), obtained from average measurements with the cone erect 
and inverted, indicated a mean upflow angle of approximately 0.10 which 
did not appear to change appre c iably with Mach number. The scatter in 
measurements ranged up to about± O. lo from the mean indicated angularity. 
Careful measurements of the vertical angularity of wall panels 6 and 12 
revealed that the geometric center line between these two panels was 
different from the horizontal by approximately 0.050 in the direction of 
the indicated upflow . 
Fluctuations of the stream f low angularity with time were measured 
by means of an electrical pressure pickup in the 30 included-angle cone. 
The results of these measurements indicated rapi d variations of about 
0.40 from the mean flow angle shown in figure 15. The fluctuations were 
greatest at frequencies f rom approximately 10 to 85 cycles per second 
throughout the transonic speed range. 
Model Testing and Boundary Interference 
A preliminary investigation of boundary interference effects on 
pressure -distr i bution and drag measurements for a nonlifting body of 
revolution ( fig . 4) in the slotted test section was conducted in order 
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to ascertain the reliability of typical model test data obtained from 
the slotted test section of the Langley 8 - foot transonic tunnel . This 
investigation involved the comparison of experimental body data from the 
slotted test section with essentially interference-free data from other 
sources and the examination of the slotted -test - section data for the 
presence of solid blockage and boundary-reflection effects . Experimental 
data from the investigation were also used in examining several flow 
phenomena of concern with regard to transonic testing in the slotted 
test section . The stream Mach numbers at which body data were obtained 
in the slotted test section ranged from about 0. 6 to 1.136 . The test 
Reynolds number, based on model length, ranged from approximately 
9.5 X 106 to 11.0 X 106 . 
Flow phenomena, including shock reflections, with nonlifting body 
of revolution and wing-body combination at center line of slotted test 
section .- Some flow phenomena of interest in connection with the tran -
sonic testing of models in the slotted test section are illustrated in 
figures 16 and 17. These data were obtained from tests of the nonlifting 
body of revolution (fig . 4(c)) and the wing-body combination ( fig. 5) 
at the center line of the slotted test section. 
At very high subsonic speeds (figs. 16 (a) to 16 (c)) the supersonic-
flow expansions around the maximum-thickness region of the body of 
revolution (and the local shock formations associated with model-surface 
discontinuities and with the compression re~ion near the base of the 
body) did not extend to the test-section boundary. The fai lure of the 
model - field expansions to affect significantly the Mach number distribu -
tions at the test-section wall at a stream Mach number of 0. 990 
(fig. 16(c)) offered evidence as to the essential absence of boundary 
interference for the model size used and also indicated an alleviation 
of choking in the slotted test section (tests of the body in a closed 
test section of the same size would have resulted in choking at a stream 
Mach number of about 0.985) . 
At supersonic speeds (figs. 16(d) to 16(l) and 17(a) to 17(d)) the 
model field shocks and expansions are shown to impinge upon the test-
section boundary at axial locations which permit the reflection of dis -
turbances back to the surface of the model in the low - supersonic range . 
The model nose shock (bow wave) and the expansions over the upstream 
portion of the model are the disturbances of concern with regard to the 
production of boundary interference on model measurements. The shock -
wave reflections are illustrated (figs . 16 (d) to 17(f)) by means of both 
schlieren pictures and model - surface and wall Mach number distributions. 
In these figures the lines drawn to connect the schlieren- field shocks 
with shock locat ions (maximum compression regions ) at the wall were not 
necessarily accurate representations of the actual shock curvature in 
either the stream or the boundary layer. 
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Effect of boundary interference on pressure-distribution and drag 
measurements for nonliftin bod of revolution at center line of slotted 
test section.- The comparisons of figures 1 to 20 were employed to 
ascertain the reliability of body pressure-distribution measurements in 
the slotted test section and in particular to obtain approximate effects 
of boundary interference on the body pressures at supersonic speeds. 
The interference-free model-surface pressure distributions given in fig -
ure 18 included those obtained from theory for the basic shape of the 
body (fig. 4(a)), from free-fall tests for a 120- inch-long model 
(fig. 4(b)), and from tests of the wind-tunnel model (fig. 4(c)) in the 
92-inch-diameter axisymmetrical closed test section of reference 1. The 
closed-test - section data at high subsonic speeds were corrected for 
blockage effects by use of relations descr ibed in reference 9. The free-
fall and theoretical distributions shown in figure 18 were obtained 
from reference 4, which utilized linearized theory and Prandtl-Glauert 
adjustments for the theoretical distributions at subsonic stream Mach 
numbers up to 0 .95 and methods of reference 10 for the distributions at 
Mach numbers of and larger than about 1.05. The essentially interference-
free pressure distributions shown in figures 19 and 20 were obtained from 
tests of the wind - tunnel model in the slotted test section of the Langley 
16-foot transonic tunnel. The wind-tunnel pressure coefficients used 
in figures 18 to 20 were averaged from coefficients for upper and lower 
surfaces in order to reduce possible deviations due to model alinement 
errors and surface irregularitiesj coefficients from the Langley 8 - foot 
t~ansQnic tunnel were also average values from a number of different 
runs which repeated the model pressure measurements closely. 
At subcritical speeds (Me ~ 0.95) no significant effects of boundary 
interference on body pressures were expected since reference 2 reported 
essentially zero interference for a nonlifting body in a slotted test 
section with a ratio of body cross - sectional area to tunnel cross -
sectional area of 0. 123 as compared to the ratio of about 0.0014 for the 
body and test section used for the present investigation. The close 
agreement expected of the pressure distributions from the slotted test 
section of the Langley 8 - foot transonic tunnel and the various 
interference - free distributions was realized (figs . 18(a), 19(a), 19(b), 
and 20), except for discrepancies in the comparisons with free - fall data 
in the maximum- thickness region of the body ( fig . l8(a))j these discrep-
ancies cannot be readily explained unless the free-fall body, which was 
three times the size of the wind - tunnel model, differed slightly in 
shape from the wind - tunnel model and the basic shape in this region. 
Apparent discrepancies in the comparison with free - fall and theoretical 
pressure distributions near the base of the body (fig . l8(a)) are to be 
expected since the shapes of both the basic body and the free-fall body 
differed from that of the wind - tunnel model in this region. 
At supercritical stream Mach numbers from about 0 .95 to 1 .00 the 
agreement of the pressure -distribution measurements from the slotted 
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test section of the Langley 8-foot transonic tunnel with those from the 
Langley 16-foot transonic tunnel (fig. 19(b)) and from free-fall tests 
(fig. 18(a)) was consistent with that at lower speedsj this agreement 
attested the essential absence of boundary- interference effects on pres-
sure measurements for the model (cross-sectional area of model only 
0.14 percent of tunnel cross-sectional area) in the 1._ open slotted test 
9 
section at stream Mach numbers up to 1.00. 
At very low supersonic Mach numbers (Me ~ 1.025) no appreciable 
effects of boundary-reflected compression waves on model-surface pres-
sures could be detected (figs. 16(e), 18(b), 19(c), and 20) but signifi-
cant effects of reflected overexpansions were indicated (figs. 19(c), 
20(b), and 20(c)). Pressure distributions from the Langley 16-foot tran-
sonic tunnel, used as a basis for reference in figures 19 and 20, were 
not available at close enough Mach number intervals to define completely 
the variation of the interference-free pressure distribution with Mach 
number, nor did the data appear to be entirely free of interference 
effects at a Mach number of 1.019 where overexpansions (apparently due 
to reflected boundary disturbances similar to those described for the 
Langley 8-foot transonic tunnel) were indicated (figs. 19(c) and 20(f)). 
The data were sufficient, however, to provide approximate indications of 
boundary effects on pressure-distribution measurements for the body in 
the slotted test section of the Langley 8-foot transonic tunnel. 
At supersonic Mach numbers slightly greater than 1.025, the effects 
of reflected compression shocks on model-surface pressures became signif-
icant and increased with Mach number. At Mach numbers of and greater 
than about 1.040, the reflected shocks were visible in schlieren pictures 
(figs. 16(g) to 16(n)) and influenced the model-surface pressures strongly 
(figs. 18(b), 19(c), and 20(b) to 20(f)). The model-surface pressures 
downstream of the region affected by the reflected compression wave were 
i nfluenced by overexpansions and those upstream of the compression region 
were free of boundary interference. At M ~ 1.120 the reflected com-
pression was downstream of the model base (fig. 16(n)) and no boundary 
t nterference was apparent (fig. 18(b)). The agreement at Mach number 1.2 
of interference-free pressure distributions from tests of the model in 
the 92-inch-diameter axisymmetrical closed test section of reference 1 
with theoretical and free-fall distributions from reference 4 is consist-
ent with that of the interference-free slotted-test-section data at lower 
supersonic Mach number s (fig. 18(b)). The close agreement of interference-
free body-surface distributions from the slotted and closed test sections 
of the Langley 8 -foot transonic tunnel with theoretical distributions 
(fig. 18(b)) constitutes an experimental verification of the methods of 
reference 10 for computing pressure distributions on a slender body of 
revolution at supersoni c speeds. 
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The maximum effects of boundary-reflected disturbances on surface 
pressures for the fineness -ratio - 12 body of revolution in the Langley 
8-foot transonic tunnel at supersonic speeds (fig. 21) were determined 
from maximum differences between experimental pressure coefficients from 
the Langley 8 - foot and 16- foot transonic tunnels as shown in figure 20 . 
The expansion components of boundary -reflected disturbances for the body 
tested in the 1_ open slotted test section of the Langley 8 - foot tran-
9 
sonic tunnel were shown to affect body- surface pressures more strongly 
than did the compression component at stream Mach numbers less than 
1. 035 whereas the reverse was indicated at Mach numbers greater than 
1.035. The indications of figure 21 are only approximate, however, 
because of the limited amount of data available from the Langley 16-foot 
transonic tunnel. 
The effects of boundary-reflected disturbances on pressure distribu-
tions for the nonlifting body of revolution at the center line of the 
Langley 8 - foot transonic tunnel slotted test section (figs. 18 to 21) 
were interpreted in terms of effects on body drag coefficients. In 
ascertaining these effects, comparisons were made (fig. 22) of body drag 
coefficients obtained from pressure -distribution and force tests in the 
slotted test section of the Langley B- foot transonic tunnel with 
essentially interference - free data from free-fall tests (reference 4) 
and from pressure-distribution tests in the Langley 16-foot transonic 
tunnel (slight interference effects present in the latter data measured 
at Mo = 1.019 were removed, approximately, before determining the pres -
sure drag). The drag coefficients from pressure-distribution tests were 
obtained by integrating measured model-surface pressures and included 
skin - friction drag estimates from reference 11. The force - test body 
drag coefficients shown in figure 22 were obtained from unpublished 
experimental data for the model described in reference 12 and were cor-
rected fo r sting- support tares . Estimated maximum inaccuracies of the 
body drag coefficients (based on body frontal area) shown in figure 22 
were approximately ±0 .016 for the data obtained from force tests in the 
Langley B- foo·t transonic tunnel and within to. 010 for those obtained 
from free - fall tests. 
Approximate boundary- interference effects on body drag measurements 
for the nonlifting body of revolution at the center line of the Langley 
8 -foot transonic tunnel slotted test section were taken as the differ-
ences between these drag measurements and the interference-free measure-
ments (fig . 22) . Correlation of these drag differences (fig . 22) with 
corresponding body- surface pressure distr ibutions (figs. IB to 20) 
revealed the close interrelation of the pressure-distribution and drag 
measurements and the dependence of the drag-coefficient changes on the 
effects of boundary- reflected disturbances . The indicated body drag 
decrements (fig . 22) at Mach numbers from 1.00 to 1. 02 were apparently 
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due to the effect of reflected overexpansions slightly upstream of the 
maximum- thickness region of the body, whereas drag increments at Mach 
numbers from 1 .02 to 1 .07 and drag decrements at Mach numbers from 1 .07 
to about 1 .12 were due to the passage over the rear portion of the body 
of reflected overexpansions and compressions, respectively. At Mach num-
bers greater than about 1 .12 the slight discrepancy between the free -
fall data and those from force and pressure -distribution tests in the 
Langley 8 - foot transonic tunnel could be attributed to differences in 
body shape or to possible inadequacies in sting-support tare corrections 
but the magnitude of the indicated discrepancy is within estimated possible 
inaccuracies in the experimental data . The maximum effects of boundary 
reflections on body drag coefficients with the body at the slotted-test -
section center line did not exceed about 0.04 when coefficients were 
based on body frontal area . Although these maximum boundary-reflection 
effects were not much greater than the accuracy of measurement normally 
attainable by means of the internal balance system used for measuring 
model f orces ) they were considered sufficient to justify a brief experi -
mental investigation of a possible means of reducing the effects . 
Reduction of interference effects at supersonic speeds by testing 
model off center line of slotted test section .- An attempt to reduce the 
intensity of boundary- reflected disturbances at the model was made by 
testing the nonlifting body of revolution (fig . 4(c)) at a distance of 
about 10. 3 inches off the geometric center line of the slotted test sec -
tion. Body drag coefficients obtained from pressure -distribution measure-
ments with the body located off the test - section center line were affected 
less by boundary interference than were those obtained from tests of the 
body at the center line (see fig . 22) . This reduction in interference 
effects on body drag can be attributed to a slight reduction in intensity 
(and distribution over a greater axial distance) of boundary- reflected 
disturbances at the body surface, as shown by the comparison (fig . 23) 
of center - line and off- center body- surface Mach number distributions at 
a stream Mach number of 1.050 (this Mach number was used for the compari -
sons in order that effects of both compreSSion and expansion components 
of boundary- reflected disturbances might be illustrated) . The slight 
reduction in intensity of the reflected compression from the portion of 
the boundary nearest to the off- center model (fig. 23) can be attributed 
to the avoidance of concentrated focusing from all wall panels . The 
significant reduction in intensity of compreSSions from wall panels 
farthest from the off- center model (fig . 23) is believed due not only to 
the reduced focusing effect and to the greater distance from the boundary 
but also to their interaction with overexpansions from wall panels 
nearest to the model . 
The off- center location of the model therefore appears advantageous 
with regard to the reduction in intensity of boundary- reflected disturb-
ances, especially the expansion components of such disturbances, and the 
attendant reduction in interference effects on model drag and pressure -
distribution measurements . A disadvantage of the off- center location, 
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however, lies in the significant reduction in length of the region 
available for strictly interference-free supersonic testing. 
Model lengths for interference-free supersonic testing at center 
line of slotted test section.- It has been shown that at supersonic Mach 
numbers the model-surface pressures upstream of the region affected by 
the boundary-reflected compression are free of boundary-interference 
effects (figs. 18 to 20) and that for a given Mach number the length of 
the interference-free region is greatest when the model is located at 
the center line of the test section (fig. 23). The axial distance LS 
required for the bow wave ahead of the model to reflect from the test-
section boundary and strike the surface of the model at the test-section 
center line is shown in figure 24. This distance, obtained from schlieren 
pictures and pressure measurements at stream Mach numbers from 1.04 to 
1.126 and from pressure measurements at Mach numbers as low as 1.025 is 
expressed in terms of the distance ~ required for the reflection of 
Mach lines from the tunnel wall. The ratio LS/LM increased from a 
value of about 0. 35 at a stream Mach number of 1.025 to about 0. 81 at a 
Mach number of about 1.10 after which the ratio remained approximately 
constant except near a Mach number of 1.109 where it tended to increase 
slightly and then decrease as the reflected shock approached and moved 
downstream of the base of the model. This influence of the model tail 
shock on the progress of the reflected shock past the base of the model 
is illustrated in figures l6(2) and 16(m). An LS/LM value of 0. 815 
obtained from tests of a somewhat similar body at a stream Mach number 
of l.2 in the closed nozzle of reference 1 was consistent with those 
shawn in figure 24 for Mach numbers greater than about 1.10. At the low 
supersonic Mach numbers of this investigation, the LS/LM ratio was 
approximately the same for both the axisymmetrical fuselage and the swept-
back wing attached to the fuselage . 
The distance ratios given in figure 24 neglect the effect of the 
model boundary layer, which permits the compression due to the incident 
shock to be transmitted several inches upstream of the shock location, 
and are therefore not strictly representative of axial distances avail-
able for interference-free supersonic testing. If the compression region 
is assumed to extend about 3 inches upstream of the shock ~ocation, the 
axial distances available for interference - free supersonic testing with 
the model at the center line of the slotted test section would range from 
about 4 inches at a Mach number of 1.025 to approximately 36 inches at 
a Mach number of 1.14 (fig. 25) and would not exceed 75 percent of the 
axial distance required for the reflection of Mach lines. At the very 
low supersonic Mach numbers the length of the interference-free test 
region is influenced to some extent by the location of the detached 
shock wave ahead of the model. 
CONFillENTIAL 
• 
_J 
~------ -- - - ---- - - - -
CONFIDENTIAL 
NACA RM L51.K14 
Location of detached shocks ahead of axis etrical nonliftin 
bodies.- Schlieren and pressure data for the body of revolution see 
19 
fig. 16) and schlieren pictures of shocks ahead of blunt-nose (900 angle) 
total-pressure tubes (fig. 26) tested in the slotted section of the 
Langley 8-foot transonic tunnel provided experimental information con-
cerning the location of detached shock waves ahead ofaxisymmetrical 
bodies at low-supersonic speeds. The experimental data from the Langley 
8-foot transonic tunnel are compared with experimental data from other 
sources (references 4 and 13 to 15) and with approximate theory (refer-
ence 13) in figure 27. The data used in these comparisons are expressed 
in terms of the ratio of shock distance ahead of body sonic point to the 
body radius at tpe sonic point, xSB/YSB' a parameter used in reference 13. 
The sonic point for the body of revolution tested in the Langley 8-foot 
transonic tunnel was obtained from body-surface pressure measurements 
(average values from a large number of runs) at each test Mach number; 
that for the 900 body (total-pressure tube) tested in the Langley 8 - foot 
transonic tunnel was assumed to occur at the shoulder of the body for 
all Mach numbers. 
The experimental locations of the bow waves ahead of the body of 
revolution in the slotted test section of the Langley 8- foot transonic 
tunnel agreed closely with experimental data from references 4 and 13 
to 15; those for the 900 body in the Langley 8 - foot transonic tunnel 
agreed closely except at stream Mach numbers of 1.015 and 1.036 (fig. 27) . 
The apparent discrepancies offered by these two experimental points are 
not due to errors in measurement; they are believed to be due to the 
two - dimensional nature of the bow wave ahead of the row of total-pressure 
tubes. (Reference 13 shows the ratio xSB!YSB to be much larger for the 
two-dimensional case than for the axisymmetrical case.) The single bow 
wave existing ahead of the row of eight total -pressure tubes at the low-
supersonic Mach numbers of 1 .015 and 1 .036 changes to individual bow 
waves ahead of each tube at higher Mach numbers (fig. 26). 
The general agreement of the experimental data with theoretical 
approximations (geometric and continuity methods) from reference 13 is 
considered satisfactory. The experimental data appear to agree more 
closely with the geometric -method approximations at very low supersonic 
Mach numbers and with the continuity-method approximations at stream 
Mach numbers greater than approximately 1 .10. 
Applicability of boundary-reflection information from present inves -
tigation to tests of other models in slotted test section.- Although 
each wind-tunnel test model offers a different problem with regard to 
the effects of boundary-reflected disturbances, the results of the body-
of-revolution tests reported earlier in this paper should prove useful 
in predicting probable disturbance phenomena and evaluating experimental 
data for other models. 
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For strictly interference - free supersonic testing the model length 
is dependent on t4e axial distance required for model disturbances to 
reflect from the test - section boundary back to the model surface; this 
distance varies with Mach number and is greatest when the model is 
located at the test - section center line . The shock-reflection distances 
shown in figure 24 and the interference - free model lengths given in fig-
ure 25 are applicable onl y for center - line testing of models of approxi-
mately the size and shape of the body of revolution used in this investi-
gation; larger models of this shape or bluff bodies of the same maximum 
diameter will produce bow waves located farther upstream and thereby 
reduce the reflection distances and model lengths shown in figures 24 
and 25) respectively. The approximate interference-free model length 
for a given axially symmetric shape can be estimated by use of fig-
ures 24 and 27) together with knowledge of the sonic-point location and 
the model radius at the sonic point. At very low supersonic Mach num-
bers the use of figure 27 to ascertain detached-shock locations ahead 
of axially symmetric bodies is limited to single bodies; several adjacent 
axially symmetric bodies located in the same plane of measurement may 
produce detached shocks located considerably upstream of that for a 
single body (see figs. 26 and 27) . 
For supersonic testing of models whose lengths permit the impinge-
ment of boundary- reflected disturbance s) the effects of boundary inter-
f erence on the free-air characteristics of the models are dependent on 
t he model configurations and the model locations with respect to the 
t est-section center line (interference effects less for model off center 
line than for one on center line) . The effects of boundary reflections 
on pressure and drag measurements for the fineness - ratio-12 body of 
revolution used in the present investigation are applicable only for 
models of approximately the same size and shape) but the described flow 
phenomena with the body of revolution in the slotted test section should 
be useful i n interpreting the direction of boundary-reflection effects 
on test data for other models . The influence of model-attitude changes 
on indicated boundary-reflection effects for the body of revolution wa s 
not included in the present investigation) but probable approximate 
i nfluences may be inferred from experimental results given in refer-
ence 16 . Reference 16 also indicates that flow disturbances capable of 
introducing drag - coefficient changes of the order of 0.002 (drag coeffi-
cient based on wing plan - form area) may not greatly affect the lift and 
pitching-moment characteristics of a complete airplane model. Additional 
stud i es are needed to verify and supplement these preliminary indica-
tions of boundary- reflection effects on models at lifting attitudes in 
the slotted test section. 
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CONCLUDING REMARKS 
The characteristics of the transonic flow in the slotted test sec-
tion of the Langley 8 - foot transonic tunnel were investigated. The 
results of flow surveys, with and without a typical model in the slotted 
test section, warranted the following conclusions: 
1. The uniformity of the transonic flow near the center line of 
the slotted test section was entirely satisfactory for testing purposes . 
Deviations from the average stream Mach number in a model test region 
36 inches l ong and 30 inches in diameter generally increased with Mach 
number but did not exceed approximately 0.006 at stream Mach numbers up 
to 1.13 pr ovided the tunnel wall surfaces were kept sufficiently smooth. 
2 . The ratio of the test-chamber pressure to stream total pressure 
provided a reliable index of the test - section Mach number independent 
of model configuration or attitude. 
3 . The direction of the air stream agreed within the limits of 
exper imental error (0.10 ) with the geometric center line of the test 
section . 
4. The use of slots to reduce choking limitations at stream Mach 
numbers near 1 .0 , reported earlier for small tunnels, was substantiated 
by tests of a 3 . 33- inch- diameter body of revolution in the approximately 
88-inch-diameter slotted test section . 
5 . Interference effects .due to boundary-reflected disturbances were 
present in pressure -distribution and drag measurements for a 33 .5-inch-
long fineness -ratio -12 body of revolution (nonlifting) in the slotted 
test section at low supersonic speeds; the effects were reduced by 
testing the body off the test - section center line in order to avoid 
focusing of the reflected dis.!;urbance waves. No boundary interference 
was present at the higher supersonic speeds attained . 
6 . The model length for interference - free supersonic testing 
increased with Mach number but did not exceed about 75 percent of the 
axial distance required for reflection of Mach lines. 
7 . Experimental locations of bow waves ahead of axially symmetric 
bodies were in satisfactory agreement with theoretical locations pre-
dicted from the approximate methods of NACA TN 1921. 
8 . An experimental verification of the method of NACA TN 1768 for 
predicting pressure distributions over slender bodies of revolution at 
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supersonic speeds is afforded by the close agreement of theoretical 
pressure distributions for a fineness -ratio-12 body of revolution with 
interference - free distributions measured in the Langley 8 -foot tran-
sonic tunnel. 
Langley Aeronautical Laboratory 
National Advisory Committee for Aeronautics 
Langley Field, Va. 
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Figure 16.- Shock formations and r eflections at transonic speeds with 
body- of-revo1ution model at center line of slotted test section . 
~ = 00 • Diffuse r - entrance nose A. 
CONF]])ENTIAL 
50 
Q) 
u 
o 
1.2 
-; 1.1 
<f) 
-g 
.D 1.0 
~ 
~ § .9 
c:: 
..c:: 
u 
o 
~845 
~ V 
50 55 60 
CONFIDENTIAL 
NACA RM L5 lKl4 
o Upper surface 
o Lower surface 
r':~ ~ -u... 
'\ ~ p-D"'N I 
V 
65 70 75 80 85 9G 95 100 105 110 115 
Distance downstream of slot origin,x,in. 
r Tunnel center line 
- ---~ - ----
__ _____ _ ________ ______ _ _____________ [~n~e~w~I __ 
1.1 
o 
" (51.0 
1;; 
.D 
E 
2 .9 
..c:: 
u 
o 
~ 
50 55 60 
o Model in test section 
o Test sec tion empty 
>---Cl---< 
65 70 75 80 85 90 95 100 105 110 115 
Distance downstream of slot origin ,x, in . 
(b) Mo = 0. 980. ~ 
Figure 16.- Continued . L-72680 
CONFillENTIAL 
NACA RM L5lK14 
1.2 
II 
~ .9 
c 
.c 
u 
o 
~ .8
45 50 55 
/ /"" 
60 
CONFIDENTIAL 
o Upper surface 
o Lower surface 
Q .-0.. 
y o ~ 
1\ V ~ 
V 
65 70 75 80 85 90 
Distance dawnstream of slot origin ,X, in. 
95 
.nOO 
100 105 110 
r Tunnel center line 
----~-----
Shock ossocloled with 
compression region 
near bose of body 
r Tunnel wall 
51 
115 
________________________________ _ __ J ______ _ 
1.1 
o ;: 
0 1.0 
~ 
.D 
E 
E .9 
.<::. 
u 
o 
~ 
50 55 60 65 
o Model in test section 
o Test section empty 
70 75 80 85 90 
Distance downstream af slot origin ,x ,in. 
(c) Mo = 0.990. 
Figure 16. - Continued . 
CONF ]J)ENTIAL 
95 100 105 
~.~ 
, 
110 115 
~ 
L-72681 
52 
<l) 
u 
o 
L2 
~II 
o 
3: 
1.2 
5 1.1 
,,-<>-
t/ v 
50 55 60 
->==, I=t="<== 
I 
50 55 60 
CONFIDENTIAL 
NAeA RM L5lKl4 
o Upper surface 
<> Lower surface 
.. 
\ Va v ~ JV) 
1\ V ~ 
V 
65 70 75 80 85 90 95 100 105 I!O 115 
Distance downstream of slot arigin .x,in. 
I ..... Tunnel center line 
- -,;------
r T urlnel wall 
_ ________ .1.. ____ _ 
o Model in test section 
D Test section empty 
<><-= - ~ 
65 70 75 80 85 90 
Distance downstream of slot origin,x, in. 
( d ) Mo = 1. 008 • 
Figure 16 . ..... Continued. 
CONFJI)ENTIAL 
~ 
95 100 105 
=li\ 
110 115 
~ 
L-72682 
NACA RM L5lK14 
1. 2 
] 
~ 1.1 
>. 
"D 
il 
_ 1.0 
o 
~ 
Q) 
.n 
~ .9 
c 
..c 
'-' o 
~ .8
45 50 55 
/ 
60 
-"'~.-----" ---- --~---~ 
CONFIDENTIAL 
53 
o Upper surface 
o Lower surface.,.,. 
~ 
1\ /" ~ ho-ooo 
\ V ~ 
V 
65 70 75 80 85 90 95 100 105 110 115 
Distance downstream of slot origin, x ,in. 
r Tunnel center line 
__ 1 _ _ __ _ 
__ ______ l ___ ___ ___ _____ ___ ____ _ rTunnel wa l l 
_ ____ J _ ___ _ 
'0 
~ 
1.2 
'01.1 
il 
E 
:0 
C 1.0 
..c 
'-' o 
~ 
.945 
-0- ~ 
50 55 60 65 
o Madel in test section 
o Test section empty 
-u- -0-i-O-~ ~ "'0< -0---<>- '-0- -0-
70 75 80 85 90 95 
Distance downstream of slat angln, x,i n. 
( e ) Me = 1. 0 25 . 
F igure 16. - Continu e d. 
CONFIJ)ENTIAL 
-A-
100 105 
. --c:r--O 
110 115 
~ 
L- 72683 
1.3 
Q) 
.E 
~ 1.2 
'-~ 
§ 10 
c: 
.s:::. 
u 
o 
2 .9
45 
1.2 
o 
~ 
01.1 
Q; 
.Q 
E 
:> 
c: 1.0 
.s:::. 
u 
o 
2 
CONFIDENTIAL 
NACA RM L5lK14 
o Upper surface 
o Lawer su rface 
,~~ 
~~ 
~ V \ ....o'J 
/' 
50 55 60 
rj---l~ )---'O---t , r r---t"-. k--:;~ 
50 55 60 
65 
Sf ~ ~ 
70 75 80 85 v. 90 
DisTance downstream of slot origin ,x ,i n . 
o Model in test section 
o Test sect ion empty 
95 100 
Shock 
stnklng 
windows 
105 110 
r Tunnel wall 
___ 1 ____ _ 
~ 
-115 
-<> ~=B ~~:::-:s...~ P4'>--.,-j: l--o-ppf -U--U---< t-o--
65 70 75 80 85 90 
Distance downstream of slot origin,x. in. 
( f) Mo = 1. 036 . 
Figure 16.- Continued . 
CONFJl)ENTIAL 
95 100 105 110 115 
~ 
L-72684 
NACA RM L51K14 
1.3 
(;; 
.0 
~ 1.0 
c 
.c 
u 
o 
~ .9
45 
1.2 
(} 
3 
oI.l 
~ 
E 
::0 
C 1.0 
.c 
u 
o 
::2: 
50 55 
50 55 
CONFIDENTIAL 
o Upper surface 
o Lower surface 
..0--6 ~ ~ 
/ ~ 
V rv \ ~ \; /" 
60 65 70 75 80 85 90 
Dis/once downstream of slot origin ,x ,in. 
o Model in test section 
o Test section empty 
-0. 
95 
. r.<> 
100 
Shock 
slriking 
windows 
105 
Model- suppod 
bow wove 
r Tunnel wall 
110 
_ _ J ___ _ _ _ 
55 
11 5 
>---n- ~ ~ J- -0-- -ii-
-0-- ----=&- i13:: --o--~ --u-;;c ~ .~ --n--~r 
60 65 70 75 80 85 90 
Distance downstream of slot origin ,x , in . 
( g) Mo = 1. 0 42 . 
Figur e 16.- Continued. 
CONFIDENTIAL 
~ 
95 100 105 110 11 5 
~ 
L-72685 
-- .. -.-- -- ----
Q) 
<) 
o 
13 
~ 12 
~ 
Q) 
.0 
~ 10 
c 
..c 
u 
o 
2 .9
45 50 
--4 
1.2 
= o 
?; 
01.1 
Jl 
E 
@ La 
L 
u 
o 
2 
50 
./ 
55 
55 
CONFIDENTIAL 
m CA RM L5lK14 
o Upper surface 
o Lower surface 
..-B ~ h 
/ ~ " 'tl., -&/J \ ~ ,~ """'<'0< • :,o-<x:>u 
60 
60 
\) 
65 70 75 80 85 90 95 100 105 110 115 
Distance downstream of slot origin,x,in . 
I 
r Tunnel wal l 
_______________________ L _ ___ _ 
o Model in test sec1ion I 
a Test section empty 
~~ -;0- ~-", K-O--;:>-~  """- J-<Y~ ~-u-t-;:>-~ J- ~---o- -<>-_-0- V-~ 
65 70 75 80 85 90 
Distance downstream af slot origin,x ,in. 
(h) Me:= 1. 056. 
Figur e 16.- Continued . 
CONFTI)ENTIAL 
95 100 105 110 115 
~ 
L-72686 
I 
L 
NACA RM L51K14 
Q) 
() 
o 
1.3 
~ 1.2 
<J) 
-g 
.0 1.1 
-0 
~ 
.0 § 1.0 
c 
~ g 
z .9
45 
1.2 
o 
:;: 
01.1 
~ 
~ 
E 
~ 1.0 
~ 
() 
o 
Z 
50 55 
~ 
50 55 
if' 
-c.. 
CONFIDENTIAL 
57 
o Upper surface 
o Lower surface 
/' ~ 
~ ..-v ""',,~ ft /~ \ elf" "-<XX) 
V 
60 65 70 75 80 85 90 
Distance do,",mstreolm 
o Model in test section 
c Test section empty 
P--G--L -u--~y. =t= ---!. ~~ 
-
-~ 
60 65 70 75 80 85 90 
Distance downstream of slot origin,x, in. 
( i) Mo = 1. 065 . 
Figure 16 .- Continued . 
CONFmENTIAL 
95 100 105 110 115 
Tunnel wall 
_______ 1.._ 
-~::--".:---
'---:-
1-1----0:::.-::J:1 f-v--"---< 
95 100 105 110 115 
~ 
L-72687 
~ 
Q) 
.D 
1.3 
~ 1.0 
c 
.c 
u 
o 
::2' .9
45 
Q) 
.D 
E 
1.2 
~. 1.0 
.c 
u 
o 
::2' 
CONFIDENTIAL 
NACA RM L5lK14 
o Upper surface 
o Lower surface 
~ 
--o\v ~ 
~/ \ pvV'>O<J.. f<'-ooo f~ ./ 
V 
50 55 60 65 70 75 80 85 90 95 100 105 110 115 
Distance downstream at slot arigin,x,in. 
1081 
,Tunnel wall 
_________ __ _____________ L __ 
o Model in test section 
o Test section empty 
-' ,~ ~r - ---<>- ~ >------<.>-- p-=<~~  Pt 1--0- -0-- '--{;- . -n-- -n- .....,=..; ~->--...o::: ~~ 
50 55 60 65 70 75 80 85 90 
Distance downstream of slot origin,x,in. 
( j ) Mo = 1. 080 • 
Figure 16.- Continued, 
CONFIDENTIAL 
95 100 105 110 115 
~ 
L-72688 
NACA RM L5lK14 
Q) 
u 
E 
1.3 
~ 1.2 
>-
-0 
.8 
_ 1.1 
o 
~ 
Q) 
..c 
§I.O 
c 
r. 
u 
o 
2 .9
45 50 55 
o 
:;: 
12 
o LI 
~ 
..c 
E 
~ LO 
r. 
u 
o 
2 
.9
45 
~ [}--O--;. ~ 
50 55 
n ' 
~ / 
60 65 
60 65 
CONFIDENTIAL 
59 
o Upper surface 
<> Lower surfoce 
~>- -f\ ~ 
'\ 
\ V ~ """0.0 
"Zff 
70 75 80 85 90 95 100 105 110 115 
~ Tunne~ center line 
r Tunnel wal l 
__ __ _ ________ ___ ______ J __ 
o Model in test section 
n Test section empty 
---
-Q-~ P ~-o-I-<'~ .-r ~-o-.., . -:0--13;: ~ ~ 
70 75 80 85 90 
Distance downstream of slot origin ,x ,in. 
(k ) Mo = 1. 092 . 
Fi gur e 16.- Continued. 
CONFJI)ENTIAL 
95 100 105 110 115 
~ 
L-72689 
60 
OJ 
u 
L3 
-E 
:; 12 
<f) 
>-
:8 L I 
"0 
~ 
1l 
§ LO 
c:: 
L-
V 
o 
29
45 
o 
~ 
L2 
"0 LI 
~ 
OJ 
.Q 
E 
~ LO 
L-
U 
o 
2 
~ / 
50 55 60 
50 55 60 
CONFIDENTIAL 
NACA RM L5lK14 
o Upper sIXface I 
o Lower sur face , 
,,~ ~ \ ~ n ..,.-U. 
\ / r'-"" 
\I 
65 70 75 80 85 90 95 100 105 110 115 
Distance downstream of slot origin ,x ,in. 
,Tunnel wa ll 
_____ _ _ _________ __ ___ .L _ 
o Model in test section 
(] Test section empty 
-n- . .-( -~ =<>=. -0-_ ~ ~ .....,. -v---1 ~-< 
-u... '<.)-- ~ 
"" 
~ 
65 70 75 80 85 90 95 100 105 110 115 
Distance downstreom of slot origin, x ,in . 
( 2 ) Mo = 1. 105 . 
Figure 16 . - Continued. 
CONFJI)EN'I'IAL 
NAeA RM L51K14 
1.3 
'" 
.E 31.2 
en 
>-
"8 
.0 1.1 
o 
1.2 
(5 
;;; 
01.1 
Qj 
.0 
E 
21.0 
L 
(,) 
o 
2 
50 55 
-"-
50 55 
~ ~ 
60 
Ji'.. 
60 
CONFIDENTIAL 
61 
o Upper surface 
o Lawer surface 
5. ~ ~ i\ ~ vOOO ~ 
~ / 
(" 
~IY 
65 70 75 80 85 90 95 100 105 110 115 
Distance downstream of slot origin ,X , in. 
,Tunnel wall 
__ _ _ _____ _____ _ _ ___ __ L_ 
...0- :r--<l--Q: 'I--o-~ r-y --0- ~ ~-o-'.~-~ !--o-, --0-- -< -o--~-t. 
---
:r-- ~ 
o Model in test section 
o Test section empty 
65 70 75 80 85 90 95 100 105 110 115 
Distance downstream of slot origin ,x , in. 
(m) Mo = 1.113 . 
Figure 16. - Continued. 
CONFIJ)ENTIAL 
62 
13 
-g 
.D 1.1 
1;; 
..0 
~ 10 
c 
.r: 
u 
o 
-
29
45 
12 
~ 
011 
1;) 
.D 
E 
210 
.r: 
u 
o 
2 
I-lT 
50 55 
50 55 
CONFIDENTIAL 
NACA RM L5 1Kl4 
() Upper surface 
o Lower surface 
il .. 
r-~ 1--" \ ,~ i-<r-'>-~C) ~ o<,..-<X.o 
/' \ ~ ~( ~ I ',c/' 
(1) 
60 65 70 75 80 85 90 95 100 105 110 115 
Distance downstream of slot origin ,X, in. 
r Tunnel center line 
_ 1' _____ _ 
r Tunnel wall 
__ _ ______________ J ____ ~ __ 
-fi, -;,. 
-<>- -Q. ~ ..:s:-~ ~~ rp ~--a-1-l1- -0---< :>- -<>--0-~ 
-- -
o Model in test section 
" Test section empty 
60 65 70 75 80 85 90 95 100 105 11 0 115 
Distance downstream of slot orig in,x,in. 
( n ) Me = 1. 129 . 
Figure 16.- Concluded. 
C ONF ]])ENTIAL 
CONFIDENTIAL 
NACA RM L5 lK14 
1.3 
1.2 
'0 
'$ 
01.1 
1! 
E 
E 1.0 
.J:: 
U 
o 
:2 
50 
50 
o Upper surface 
<> Lower surface 
/~ 
/ "r---v- ~ L h 
/ V \ V 1 lL: ~ 
V 
55 60 65 70 75 80 85 90 95 100 105 110 115 
Distance downstream of slat origin ,x, in. 
rTunnel center line 
_ _ _ _ ..L-.. _ _ _ 
60-percenl semlspon SIOllOn ':::'::-, - '~ ~ 
, " 
' " '" ", , Shock ' ,_. _ \. 
s! riking 
WIndows 
'" I. 3 ,-------, 
u 
~ 
o 
li; 
~ 1.1 Ii-- -t-j 
E 
-5 
o 
:21.00 100 
Perc enl chord 
Wing- lip 
---trQm~~ge 
rTunnel wall 
______ L ____ _ 
o Madel in test section 
o Test section empty 
-<>-cG- ~ _->r I~-J 
55 60 65 70 75 80 85 90 
Distance downstream of slot origin,x,in_ 
(a) Mo = 1. 009 . 
,fr ~,... -
95 100 105 
d<==ll 
110 115 
~ 
L-72693 
Figure 17.- Shock formations and reflections at low- supersonic speeds 
with wing-body mode l at center line of slotted test section. a ~ 0°. 
Diffuser- ent rance nose A. 
CONFIJ)ENTJ.A.L 
64 
1.3 
~ 1.2 
.g 
iil 
£1.1 
o 
.0 
"0 
1l1.0 
E 
J 
C 
g .9 
2: 
(1J 
.0 
1.2 
E 
ELO 
.s;;;; 
u 
o 
2: 
~ 
50 55 60 
...B. . ~. 
50 55 60 
CONFIDENTIAL 
NACA RM L51K1 4 
o Upper surface 
o Lower surface 
/\ 
/"" ~ / \ 
65 
\ V ,.,p-..Q 
W 
70 75 80 85 90 95 100 105 110 
Distance downstream of slat origin.x. in. 
'0 
.2l1 1 ~ . ~--H 
.<: 
u 
~ I 0 '----::! 
. 0- 100 
Percenl chor d 
f-Tunnel center line 
___ _ --L.- __ _ 
----_\_---------- r Tunnel wall _ _ _ 1:.... ____ _ 
o Model in test sec tion 
n Test section empty 
..--~,. 
--<--.., 
115 
..<-
""'" ~ '=""~ -u-- ~t:..=( - )- -f''o-_ -c-~ -t~~'-:C-~~ 
65 70 75 80 85 90 95 100 105 110 115 
Distance downstream of slot or igin . x. in. 
(b ) Me = 1. 034. 
Figure 17 .- Cont inued. 
CONF]])ENTIAL 
CONFIDENTIAL 
NACA RM L5lK14 
1.3 
o Upper surface 
o Lower surface 
;h ~ '\ 
Y GV 0- \ V a ~ ~ 
V 
g .9 
:;;: 
50 55 60 65 70 75 80 85 90 95 100 105 110 115 
Distance downstream of slot origin ,x, in. 
center line 
Percent chord 
---- - ---- - -- - --~ - --- -- --\{-- - -- -- ---- - - - wall 1. 2 
(; 
" I I o · 
Q) 
.D §IO 
c 
..c 
u 
~ .9
45 
o-~ 
50 55 60 65 
a Model in test section 
a Test section empty 
..... ~ 
.,,, ~ 4 ~ "'u. p-- ~, tp" 
70 75 80 85 90 
Distance downstream of slot origin , x, in. 
( c ) Mo = 1. 079 . 
Figure 17. - Continued. 
CONFillENTIAL 
...0--0. 
-0-- -0---0--1 ~ -0-...0-~ ~ 
95 100 105 110 11 5 
65 
66 
1.3 
1.2 
~ 
E 
b1 ~  
CONFIDENTIAL 
NACA RM L5lK14 
o Upper surface 
o Lower surface 
V\ -&.4<-
J ft\ 
~ 
l-c? V \ V I\.""i ' 
>-1.1 
:g 
o 
to 1.0 
.D 
E 
::J 
C 
~ .9 
o 
:2' 
50 55 
V 
60 65 70 75 80 85 90 
Distance downstream of slot origin,x,in. 
srock sfnkmg windows 
.,1.4 ~-~1 
u 
.E 
=> 
'" g'1.3 
·i 
~1.2 
c 
{3 
o 
~I.IO 100 
Percent chord 
----------------~------
Q) 
.D 
1.2 
E 
~ 1.0 
~ 
u 
o 
:2' 
.9
45 
,)--< 
50 55 60 65 
o Model in test section 
o Test section empty 
--r, ~-=:::- I~ r<,.....,t( ~p ... p -u-
70 75 80 85 90 
Distance downstream of slot origin, x, in. 
( d ) Mo = 1. 088 . 
Figure 17.- Continued . 
CONFIDENTIAL 
95 100 lOS 110 115 
center line 
J}- J.-c,.--o---
-0 
.... -
_c ___ · :--l~:  ~ 
95 100 105 110 115 
NACA RM L5lK14 
1.3 
ClJ 1.2 
~ 
~ 
:>-1.1 
:8 
Ci 
1;; 1.0 
.D 
E 
::J 
C 
-5 .9 
o 
~ 
1.2 
Ci 
~ 
O I.l 
ClJ 
.D 
E 
::J 
C 1.0 
-<= 
() 
o 
~ 
50 55 
50 55 
CONFI DENTIAL 
67 
.ff\ 
tf 
""'" 
~ 
if ~ 0 ~ .-o.P 
~ V 
ur I 
o Upper surface \J 
o Lower surface 
60 65 70 75 80 85 90 95 100 105 110 115 
Distance downstream of slat arigin.x . in. 
unnel center line 
, 
. ' 
60-percent semspan stallan~" •. ~ 
\ "" \", .~--> 
1.4,----, 
r Tunnel wal l 
______ __ __ 1 __ _ 
J--H---, ..D= ~?} ~  ~ ~. -<>-ji -n- oV- -~ ~ ~ 
-0--
~ 
o Model in test section 
o Test section empty 
60 65 70 75 80 85 90 95 100 105 110 115 
Distance downstream of slot arigin.x. in. 
( e ) Mo = 1. 110 . 
Figure 17. - Continued . 
CONFTI)ENTIAL 
68 
1.3 
<V 1. 2 
u 
.g 
OJ 
V> 
-8'1.1 
.0 
o 
Q; 1.0 
.0 
E 
OJ 
c: 
-5 .9 
o 
~ 
1.2 
o 
~ 
0 1.1 
Cl) 
.0 
E 
2 1.0 
.<:: 
u 
o 
~ 
~ ./ 
50 55 50 
I 
I I I 
I 
I I 
50 55 60 
CONFIDENTIAL 
NACA RM L51K14 
/\ I /if! v \ 
% ~ ~~ 
\ ~/ 
o Upper surface W 
o Lower surface 
65 70 75 80 85 90 95 100 105 110 115 
Distance downstream of slot oriqin,x, in. 
Tunnel wall-\ 
-- ---- _'!.. _---
t 
'" 
t-~""> ~p= l='i~ J~:-t-:: ~-".-"" ~ 
I I 
'0---' 
I I I 
I o Model in test section I 
I Q Test section empty I I I 
65 70 75 80 85 90 95 100 105 110 115 
Distance downstream of slot orig in,x, in. 
(r) Mo = 1.126 . 
F i gure 17 .- Conc l ude d. 
CONFIDENTIAL 
CONFIDENTIAL 
MCA RM L5lK14 69 
-,2 
- .1 
o 
.1 
.2 
.3 
0..;:.-.2 
.-
c 
, ~-.I 
4= 
'Q)O 
o 
u . 1 
Cll 
~ 2 ~. 
~ 0.. .3 
- .2 
-;1 
o 
.1 
,2 
o Siotted-test-section data 
o Closed -test-section data, corrected for blockage 
<> Free - fall data 
-Theory 
tZ- Basic shape Wind-tunnel-model sting _ _ Free- fall - body boom ~===------~===~~~-~~ 
'lSonic 
~ h- . ,. ..:.., . "". ~ .~ """ ~ ~ p, A 
r.,Q b"" ~ 
fi}J: '7' P ,..""" ~ 
>J<) ';ll " 
<> I!( ~ 
~ 
JY 
<r \;J \ 
<:f c,_ 0 ? 
Mo=O.SO <. Mo=0,90 
-- -- Pso~ic 
~R. '?fCf CfD'1 t:r-o'. .. 
, ff<: Y <: w ~, .>-, . !~, 
F--- R I. 1=-' sonIC "" ::f'Ef rY Cf -y ff~ <: ~ . . ~ ' ~ ~ 
if ~ 
~ .~ <> J;f 
~- ~ 
? ~<>\ <:f 1 
IV 
Mo=0.925 ':j IV' Mo=0.95 
--
!s'onic~ 0< ~o P 0< P u< reo' P><> 
-A < 
~<; <> 
8 o<~ o( 00< 9 cx ~. P 
-
_ 0 
.~ <> 
§ \ 
<> 
0 
~ <> 
g'~ <> 0 
:f 
2>0- 0 ;>. 
<> <> 
--PSOOIC po O . 
fL ~ 0 
u 
<> 0 <> <> 00 
10 <> 
.ov-
Mo=0,975 
.30 10 20 30 40 50 60 70 SO 90100 0 10 20 30 40 50 60 70 SO 90 100 
Mo=1.00 
Percent body length ~
( a) Subsonic and sonic speeds. 
Figure 18 .- Compar ison of body~surface pressure distribut ions obtai ned 
from t ests of a body of revolution i n t he slotted te st sect ion with 
thos e f r om c losed- t est - section tests, f r ee - fall tes ts , and theory. 
Flagged symbols (0 and 0) i ndicate fa ired data . 
CONFillENTIAL 
70 
- .2 
- .1 
o 
.1 
.2 
.3 
-.2 
-.1 
o 
o....~ . 1 
C 
.~ .2 
t;::: 3 .3 
u 
Q) -.2 
I-
:::J 
~ -.1 
Q) 
I-
0.... 0 
. 1 
.2 
.3 
-.2 
-. 1 
o 
. 1 
.2 
CONFIDENTIAL 
o Slotted-test - section data 
o Closed- test - section data 
o Free-fall data 
-- Theory 
NACA RM L5lK14 
fi; BasiC shape ;,~Wjnd-tunnel-model sting ~ ====~Free-fall-body boom 
------------
,.., 0-~ 
-
hO ~ 
151 0 9° p o 
-(:-0 
0 · po ~ < <) 
° 
M,.., 
- - ~~ - - ~nic <) <"> ° -~onic <) -- 'JO- - ,.., <) 
° () ,nO ° <) 0 
. 1 
0 Mo=1.02 0 <) Mo=1.04 <) 
"" 
P:£ i----... 
- ffo" v vo< 9 (;·1 P <.;.I . Ma<' '\ fJ 'U< ~ 
~ 
,AS': .QU fJU ° Q 
bt ~Tc 
0\ 
<) 
6 <) ~ 
r.-.. 
<) Mo=1.06 I 
~. \ <) 
I-~ -- Psonic <) ~ 
v T 
<) Mo=1.08 <) 
k->- h-n 
p-D( p <)"'" f\ A t!U fY'F .J'\. ~ ~ ~ W ~ .y(f .! 
~. \ <) 
- y-
--- ~onic 10<) .~ 
..(.) 
f-? 
~. 10\ <) 
0 ~ I-~ - - - ~on' 
<) Mo=!.IO <) 0 Mp=!.12 <) 
-<-> 
hu p-O<. ~ IVV fh ..A") p U 
~)' ~\ <) k;fY . 0,\ 0 
).J <) ~ ..L) o 
<) P -~1iC Mo=1. 136 ~ __ Psoric Mo=I.2 <) 
.30 10 20 30 40 50 60 70 80 90 100 0 10 20 30 40 50 60 70 80 90 100 
Percent body length ~
(b) Supersonic spe eds . 
Figure 18 .- Concluded. 
CONF illENTIAL 
I - - - -
NACA RM L51K14 
- .1 
o 
•. 1 
.2 
a... - .1 
+-
c 
.~ 
~ 0 
'+-Q) 
o 
(.) 
~ . 1 
:::J 
(f) 
(f) 
Q) 
ct .2 
-. 1 
o 
.1 
.2 
o 
10 
IU 
C:;) 
Q 
C::J 0 1
161 IU 
0 
§ 8 IU 
f-l 
§ 
k'il I.". 
~ 
!Q 
8 
10 20 30 
CONFIDENTIAL 
o 8-foot 
o 16 -foot 
11:9 P IV IU 
Mo= 0 .591 
r<" tJ "'" "" '<!1 
MO = 0 .799 
Ie In 10 Ifi'I 
Mo= 0.894 
40 50 
11:9 P 
1= 
1'& 1'<!1 
kTl 10 
60 
Percent body length 
1
0 § 
P 
1'7' 
,.:J g 
0 
0 
If.'l I", 
I"" 
IU 
C:;) 
70 80 90 100 
(a) Subsonic speeds (Me from 0 . 591 to 0 .894) . 
71 
Figure 19 .- Comparison of body- surface pressure distributions obtained 
from tests of a body of revolution at zer o a ngle of attack i n the 
slotted test sections of the Langley 8 - foot and 16- foot transonic 
tunnels . 
CONF]J)ENTIAL 
J 
72 
- . 1 
0 
.1 
.2 
a..~_.1 
+-
t: 
4> 
U 
-
0 
Q) 
0 
u 
~ .1 
::J 
<f) 
<f) 
4> 
... 
a.. 
.2 
- . 1 
0 
.1 
.2 
~ 
u 
b 
P 
§ 
§ 
tI 
h 
Q 
0 
Q 
0 
h 
IA 
I ~ 
l::! 
CONFIDENTIAL 
0 
0 
~ 
o 8 - foot 
D l6-foot 
Q ICfl Q Q:l 
Mo=O.943 
0 0 ~ p 
Mo=O.967 
~ ~ § 5 
Mo=O .991 
~ 
~ 
0 
NACA RM L51K14 
~ ~ Q 
0 
~ 
Q Q 
r:1 
0 
It:' 
r:'I 
u ~ 
g 
1& 
Q 
o 10 20 30 40 50 60 70 80 90 100 
Percent body length 
(b) Subsonic speeds (Mo from 0 .943 t o 0 . 991) . 
Figure 19. - Continued . 
CONF:IDENTIAL 
OA NACA RM L5lK14 
-.1 
h 
0 
0 
'8 
9 
.1 
@ 
Ip 
.2 
-.1 
0 
0 ~ 
a. Q 
-+-
c:: 
.1 .~ 
§ 
u 
;;:: ft 
-
Q) 
0 
.2 u 
~ 
:::J 
:::-1 Q) • 
.... 
a. 
0 
p ,.... 
c::J 
A 
.1 ~ 
Ie 
.2 
-.1 
0 ~ 
e ~ 
.1 
p 
0 IL:J 1Ft 
.2 
o 10 20 
b 
IU 
~ 
§ 
~ 
CONFIDENTIAL 
O S-foot 
o 16-foot 
0 0 Q 
r.l 0 
"'" 
Mo= 1.019 
0;> 
IU I"'" 
'" 0 
IV 
Mo = 1.045 
I ..... 
e ICI IU-
Mo= 1.064 
Ir.-1 
~ l:.I P 
Mo= 1.0 SI 
h 
18 0 
0 
9 0 
h 0 
P 
IR 0 
C\ 
i"" 
In.. 
0 
0 
() 
13 
30 40 50 60 
Percent body length 
E} 9 0 
'-' 
0 
0 
0 Il:.I P h 
0 ~ 
0 
n 
R v ... § 
P 
IU 
h h 
0 
,.... 
~ 
n 
0 
0 
~-
I 
70 SO 90 100 
( c) Supersoni c speeds (Mo f rom 1 . 019 t o 1 .081) . 
Figure 19. - Concluded . 
CONFIJJENTIAL 
73 
o 
~ 
tj 
~ -
~ 
Cl.. --: 10 
-+-
c 
. ~ 
.g-.05 
'+-
~ 
U 
Q) 
>-
:J 
(f) 
(f) 
Q) 
>-
o 
Cl.. 05 
.. 5 
L __ _ 
Nose shocks striking windows ---~ ------------ - - --7 
1J 
.6 
o 0 0 b. 8-foot transonic tunnel (data from 4 test runs) 
T l 6- foot transonic tunnel 
.7 
b. 
.8 .9 
Stream Mach number , Ma 
( a) ~ = 0 . 2125. 2 
1.0 1.1 
Figure 20 .- The variat i on with stream Mach number of the pressure coef-
ficient at six axial stations on the body of revolution and comparison 
of coefficients measured in the slotted test sections of the Langley 
8 - foot and 16 - foot transonic tunnels . 
~ 
L-72699 
1.2 
~ 
+:-
s; 
~ 
~ 
t-< 
VI 
~ 
f-' 
+:-
o 
~ 
H 
tj 
~ 
f-3 
S; 
t-< 
o 
~ 
I 
~ 
0.... -. 10 
+-
c 
Q) 
:Q-.05 
-.-
-.-
Q) 
o 
o 
Q) 
"-
::J 
(/) 
(/) 
Q) 
"-
o 
0.... 05 
.. 5 
''111; ",''I: l f. ~~: ~ ), r 
~,"'4f'; "/ 
~ 
-13 .... r' ( .~ rr-'-f!::~ r 
:I ,~ 'l~- __ 'A 
-
.990 
I I .1 I I 
o 0 <> 6 8- foot transonic tunnel (data fram 4 test runs) 
"f' 16- foot transonic tunnel 
Ji. I--
~ 
A' A 
.6 .7 .8 .9 
Stream Mach number , Mo 
(b) ~ = 0 · 3125 · 2 
Figure 20 .- Continued . 
--U ..&n 
i ''<ttl ~ 
.~~  ~ 
II 
1.0 1.1 
~ 
L-72700 
- -----_ .. - - -' - -
I 
1.2 
s; 
o 
;t> 
~ 
t--t 
\Jl 
~ 
f-J 
.t='" 
--..J 
\Jl 
o 
o 
~ 
H 
tj 
~ 
~ 
t--t 
l 
I 
(") 
0 
~ 
i 
1-3 
~ 
- .10 
0... 
. 
+-
c (l) 
:Q-.05 
"i--
"i--
(l) 
0 
u 
(l) 0 
"-
::::l 
(f) 
(f) 
(l) 
"-
0... 05 
. . 5 
~ 
c. ' 
.6 
. I ( I I 
o 0 0 t;8-foot transonic tunne data fram 4 test run s) 
Tl 6-foot transonic tunnel I~ 
- - -
.7 
-
'" 
-
.8 .9 
Stream Mach number, Mo 
( c ) .! = 0 . 4125 
I 
Figure 20 . - Cont inued . 
~ ~ 
'" 
W\ I 
~T C> 'el 
~/ 
~ 
I 
1.0 1.1 
~ 
L-72701 
1.2 
-.l 
0\ 
~ 
f;; 
~ 
t:-l 
\.J1 
~ 
)--' 
.r=-
(") 
~ 
H 
t:J 
~ 
~ 
t:-l 
o 
~ 
I 
~ 
-.10 
CL 
. 
..... 
c 
· ~-.05 
4= 
'+-(l) 
o 
u 
(l) 0 
'-
:J 
(j) 
(j) 
(l) 
'-
CL . 0~5 
Yo 
n 
-- ---- -
.6 
.990 
I I I I T 
o 0 0 1::. 8 -foot transonic tunnel (data from 4 test runs) 
T 16-foot transonic tunnel ~~ ~ 
8 
.7 .8 .9 
Stream Mach number ,Mo 
(d) ~ = 0 · 5125 . 2 
Figure 20.- Cont i nued . 
~ _ ...&_v 
• i ~ T ;fb.. v lifJ mr!\. 
I t,.'" 
~ 
f 
1.0 1.1 
~ 
L- 72702 
1.2 
~ 
f;; 
~ 
s; 
~ 
f--' 
-F 
-..l 
-..l 
-l 
(") 
~ 
H 
t:J 
~ 
f-:3 
\j;i 
t1 
Mo=0.984 
-.15 T I I I I 
o 0 <> t:, 8- foot transonic tunnel (dota from 4 test runs) 
(") 
~ Q.. i-· IO ; Q) ·u ~ 
'+--
~ (l) 8-.05 
... 16- foot transonic tunnel 
~ ~ 
1, i; IS 
(l) 
~ 
:::J 
If) 
If) 0 (l) 
~ 
Q.. 
.05
5 .6 .7 .8 .9 
Stream Mach number, Mo 
(e) ~ = 0. 6125 
2 
Figure 20.- Continue d. 
~ 
~ J?"'''' ·~ ·M ~ I I 
I 
1.0 1.1 
~ 
L-72~ 
1.2 
--1 
OJ 
~ 
~ 
~ 
t-' 
\)l 
f-J 
P 
+:-
o 
o 
~ 
H § 
~ 
t-' 
o 
~ 
i 
1-3 
~ 
Mo=0.982 .990 
Mo=1.036 
0.... -: 15 I I 1- I I T' ) 
• _ 0 0 0 "" 8·foot transonic tunnel(doto from 4 test runs) 'I'i 1 
~ l' 16-foot transonic tunnel I I ~~ 
'0 - 10 . , l' l' ~ ~ I' 
~ . . . . 9 1 \Ji? 
u ~. j 
<1,)-.05 ..r<" N'-l I \ A I I I 
~ 1f\ . I I ';"~ (/) "" = 1 I I I ' r 
(/) 
<I,) 
'-
0.... 0 
.5 1.0 
~ .. 
r 
1. 1 
~ 
L-72704 
1.2 
~ 
~ 
~ 
s; 
~ 
f-J 
.j::-" 
-.J 
\.0 
o 
~ 
H 
tj 
~ 
1-3 
~ 
t-l 
80 
c 
o 
. 12 
en 0 
Q)O'" § ~ .08 
-e<l 
::) 
--
enQ) 
.- u 
"0 0 
"0 ~ .04 
Q) :::J 
-- en u 
Q) -
<+=Q) 
Q)"o 
~ 0 
'0 E 0 
--no 
Q) _ en 
--Q) 
Q) ~ 
:::J Een 
::) en 
E~ 
xc.. 
c 
-.04 
t 
f- C 
0 
.-
en 
en 
Q) 
~ 
c.. 
~ E 
0 
u 
I 
c 
0 
.-
en 
c 
0 
- c.. 
x 
w 
t 
~ 
-.08 
1.00 
CONFI DENTIAL 
NAeA RM L5lK14 
<::::: C==::.=-
= 
I 
I I IX ~ 
I - 1 " I 
, 
,-
8- ~ ~ 
,,' v 
/ X / I 9" 
/ 00 .. 2125 1I r 0 .3125 
/ 0 .4125 / 
f:'::.. .5125 d V . 6125 
D> .7125 
E 
" .... ~ ..... $. .... 8 
... 
---
... 
~ 
I 
1.02 1.04 1.06 1.08 1. 10 
Stream Mach number ,Mo 
Figure 21.- Maximum effect of refl e cted compress i ons and expansions on 
pr essure coeff i c i ent s at mode l surface, as i nd i cat ed by di ffe r ence s 
between measurements i n the Langley 8 - f oot and 16 - foot t ransonic 
t unnels . 
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Figur e 24 . - Axial distance r e quired for model bow wave to reflect from 
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Fi gure 26 .- Shock formations at trans onic speeds with total-pressure 
rake ( O. 050- inch- diameter tubes projecting 3 inches ahead of 
10 included-angl e wedge ) near center line of slotted test section. 
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